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Turbodry® Questionnaire


QUESTIONNAIRE

TURBODRY® Agitated Vacuum Pan Dryer
Company name


Address





Phone number

Fax number


E-mail address


Contact




Please fill in this questionnaire as per your requirements



Technical data:
Fill in here

Possible choices

Wet cake volume

m³


Bulk density




Initial moisture

%w/w


Final moisture required

%w/w


Solvents




Max. allowable product  temp.

°C







Installation type:


A)  Chemical         
B)  Pharmaceutical

If C) or D) specify class


C)  Clean room
D)  Sterile






Materials:




Wetted parts (in contact)


A) SS 316L 
B) HC 22
C) …………

Gaskets 


A) PTFE 
B) FEP
C) ………..






Heating:




Heating medium


A) Hot water
B) Steam
C) ……..






Design data:




Vessel

bar
Notes:

Jacket

bar


Vessel 

°C


Jacket

°C







Design code:


A) ASME
B) TÜV
C) ISPESL




D) Codap
E) SVTI
F) ………..

Guideline: GMP


Yes / No











Agitator:
Fill in here



Number of agitator arms


A) Two
B) Three

Agitator sealing


A) Mechanical seal + bellows




B) Stuffing box

Mechanical seal preferred brand




Mechanical seal type


A) Wet              
B) Dry contacting




                 
C) Dry non contact.






Drive:


A) Electric
B) Hydraulic






Cover and base version:




Standard version


Fixed cover, pan lowering

Special version


A) Cover lifting, pan fixed




B) Oyster






Side discharge valve:


A) O-ring seal
B) Metal to metal






Finishing:




Internal surfaces


A) gr. 180
B) gr. 240
C) gr. 320

External surfaces


A) gr. 150
B) gr. 180
C) gr. 240






Electrical items:




Power supply


A) 3 x 400V 50 Hz
B) 3 x 460V 60 Hz

Auxiliary circuits


A) 24 V DC


Protection class


A) IP 55/NEMA 12
B) IP 65/NEMA 4X

Classification


A) Eexd IIB T4
B)  Class 1 Div. 1






Noise level:

dB(A)







Accessories to be quoted:


Notes:

2.6
Bayonet lock




8.1
Manual sampling ball valve




10.1
Dust filter




12.3
Welded insulation




14.X
Hydraulic pre-piping 


A) CS
B) SS 304
C) SS 316

15.X
Electric pre-wiring


A) SS 304
B) SS 316


15.4
Hydraulic unit pre-wiring




16.21
PLC based control system




20.X
Drive unit enclosure


A) enclosure only
B) incl. noise reduct.

23.1
CIP system




90.X
Microwave system


A) capability only
B) System included






Other accessories requested:


Notes:






Special requirements: 
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